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Representative fixture heights in section

 Balcony Level
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ALL PIPES DRAWN ARE THE BOTTOM OF THE PAIR.
ALL UNITS HANG ON BOTTOM PIPE UNLESS NOTED.

THE UNISTRUT INDICATED ON THE PLOTS REFERS TO THE 
UNISTRUT INSTALLED IN THE WALLS.  PLEASE RIG 
LIGHTING ON THOSE POSITIONS WITH FLEXIBILITY

THE BALCONY LEVEL IS AN ACTING AREA AND AUDIENCE 
CROSSOVER.  PLEASE KEEP ALL CABLE RUNS NEAT
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Under Balcony Rail Pipe Detail

Rail Pipe

1-1/2" Pipe

Cheeseborough
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Single Cell Cyc 
Fixtures mounted 
to Unistrut at 8'0"
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SRC 4's are underhung.  Barrels shoud hang at
approximately 8 feet above deck to provide 
audience clearance.

Beam Projectors are overhung.

Cyc unit is focused up at Balcony.
Please provide transparent heat shield
in appropriate gel frame to protect lamp.
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Stage Edge

Alt 6x12's are side hung on top pipe of #9 
Electric, focused through catwalk.
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SRC 4's are underhung.  Barrels shoud hang at
approximately 8 feet above deck to provide 
audience clearance.

Beam Projectors are overhung.
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